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MODELS & DIMENSIONS

For information.
In order to improve the items, specifications are subject to change.
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For information.
In order to improve the items, specifications are subject to change.

A.-C. generator for Vincent twin
Reference ACG01
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Dia 13

Dia 6 washer
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Polyamide sprocket
(16 DP, 24 teeth)

Thread for M6 screw

M6 x16 screw

3.2 key

Offset : 12.7
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D
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For information.
In order to improve the items, specifications are subject to change.

A.-C. generator for Vincent Comet
Reference ACG02
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Dia 6 washer
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Thread for M6 screw

M6 x16 screw

Alloy pulley

3.2 key

Offset : 12.7
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For information.
In order to improve the items, specifications are subject to change.

A.-C. generator for Velocette
Reference ACG03
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Dia 13

21 132

Dia 38.47

3.2 key way

M6 thread

M6 x16 screw

M5 x 35 screw

Dia 6 washer

Thread for M5 screw
3.2 key

Offset : 12.7
(1/2")

D
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For information.
In order to improve the items, specifications are subject to change.

A.-C. generator for preunit Triumph
Reference ACG04
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Dia 13

21 132

5.4 spacer

3.2 key way

M6 thread

M6 x16 screw

M5 x 35 screw

Dia 6 washer

Thread for M5 screw

3.2 key

Offset : 12.7
(1/2")
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ia
76.2
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For information.
In order to improve the items, specifications are subject to change.

A.-C. generator for "Magdyno"
Reference ACG05
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21 132

Cork seal holder

Dia 13

Dia 6 washer

3.2 key way

Thread for M6 screw

M6 x15 screw

Alloy pulley

Steel pulley

3.2 key

Offset : 12.7
(1/2")

D
ia
76.2
(3")

For information.
In order to improve the items, specifications are subject to change.

A.-C. generator for A7/A10 BSA
Reference ACG06
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Cork seal holder
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(17 teeth)

Offset : 12.7
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For information.
In order to improve the items, specifications are subject to change.

A.-C. generator for AJS Matchless singles
Reference ACG07
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For information.
In order to improve the items, specifications are subject to change.

Standard rectifying-regulator
Reference RR01
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27 mm thick

dia 7.25Weight 210 gr

Yellow (A.-C. input)
Green (negative earth)
Black (voltage control)

Pink (A.-C. input)
Red (positive output)

64

70

54.25


